
幫浦控制器

14 - Vigilec

WSK

1 2

LE
VE

L

LOW
LEVEL

LEVEL
1

LEVEL
2

HIGH
LEVEL

H
IG

H

AL
AR

M

!

222 46

1 35

0

+

MOTOR 1/2

2 !

>

I=Amp.I=Amp.I=Amp.

2 4 6

L N

M
1

M

WVU

642

3

C

NL

TSR

400

230 V

12

11
10

7

4

0

986
5

3
2
1

1
2
3

5
6 8 9

0

4

7

10
11

12

I=Amp.I=Amp.I=Amp.

1

T3T2T1

NOL3L2L1

A214642

A113531

OI

T3T2T1

NOL3L2L1

A214642

A113531

OI

Magnetotérmicos

Interruptor general Contactores

Transformador

Conector
cinta plana

Entrada para
Klixon motoresmotoresmotores

Ajuste de
intensidad
máxima

Bornero
de mando

型號 V1B (1 pump) V2B (2 pumps)

馬達電流 1 x 12A AC3 2 x 12A AC3

最大功率額定值 (400V AC) 5,5 kW 5,5 kW 

電源電壓 230/400V AC, 50/60Hz, +10%  - 15%, 在電壓+30%時, 將自動跳脫關閉

過載調整 每個幫浦1-13A可調 每個幫浦1-13A可調

空載調整 <0,5A <0,5A

電池充飽停止充電電壓 12V DC / 50mA,  2-3 floats control 12V DC / 50mA, 3-4 floats control

警報 最高液位警報 (90dB) 最高液位警報 (90dB)

警報接點 無電壓接點 無電壓接點

遠程控制連接 接點或電壓AC/DC6-400V 接點或電壓AC/DC6-400V

接線盤連接 4 mm², 1 x PG16 (9-14 mm²), 4 x PG9 (4,5-8 mm²) 4 mm², 1 x PG16 (9-14 mm²), 4 x PG9 (4,5-8 mm²)

安裝 壁掛式U型鉤安裝 壁掛式U型鉤安裝

重量與尺寸 3.000  g, 220 x 300 x 120 mm 3.000  g, 220 x 300 x 120 mm

防護 IP56 IP56

操作溫度 -10º C +55º C -10º C +55º C

 在排水與污水站中,2個可交替幫浦的控制與
防護裝置(高達5.5KW 400V), 由2, 3或4個浮標
或位準開關控制
  三相/單相 直接啟動(DOL)
 雙電源: 230/400V AC
 欠相保護
 幫浦接線故障保護
 過電壓保護
 過載保護
 藉由浮標防護乾凅運行(空轉)
 連接故障保護
 避免因長期停機而引起的堵轉葉輪(僅在
自動模式下)
 浮標故障之安全系統
 其中一個幫浦故障時,其他幫浦的安全操作
 Klixon輸入
 過載電子電驛,每個幫浦可調
 啟動／停止串接每個幫浦
 在其中一個幫浦故障或產生鈍化作用情況
下,幫浦會自動交替

 高水位聲響警報 (90 dB).
 可選擇的操作模式 (同時或延遲停止) 
 所有控制都是低電壓
 幫浦警報與高液位輸出接點
 每個幫浦都有手動-關閉-自動按鈕
 主要隔離開關
 每個幫浦都有電源斷路器
 電源接觸器
 電壓與高液位指示燈
 每個幫浦皆有啟動／關閉與過載指示燈
 過載警報重置按鈕
 高防護與大線徑的電纜接頭

VB排水設備與污水處理 
1-2個幫浦

400400 V
Fusible de

mando (0,1 A)

Reference V10-DRAIN (external sensor) V10-DRAIN (embedded sensor) SN420

Motor current 12A x pump AC3 12A  x pump AC3 Size range: 0-2 ó 0-5 mts. water column

Maximum power rating (400V AC) 5,5 kW  5,5 kW Output Signal: 4-20 mA

Supply Voltage 230/400V AC, 50/60Hz, +10%  - 15%, Auto trigger-off after that+30% Supply: 24V DC

Overload adjustment 1-13A adjustable for each pump 1-13A adjustable for each pump Used factor: 100% ED

Underload adjustment <0,5A <0,5A Operating position: Any position

Input connection (power supply) Direct to switch Direct to switch Operating temperature: -10º a +60° C

Output connection (motor) 4 mm², direct to contactor 4 mm², direct to contactor Consumption: 1 VA maximum

Sensor Type 4-20mA in two wires Internal Stainless steel case.

Sensor range 0...2,3,4,5,6,7,8,9 y 10 mts (selectable) 0...10 mts Protection (EN 60529): IP68

Accuracy  ±1 cm for sensor 2m y ±10cm >2 m ±1 cm for range up to 2m y ±10cm >2 m

Fixing Clevis wall mounting Clevis wall mounting

Weigth and Size 3.500  g, 220 x 300 x 120 mm 3.500  g, 220 x 300 x 120 mm

Protection IP56 IP56

Operating temperature -10º C +55º C -10º C +55º C

Pump control and protection unit with automatic alternation by 
4-20 mA external level sensor or embedded pressure sensor.
Three / single-phase. Direct-on-line starting (DOL).
Dual power supply 230/400V AC.
Phase failure, overload and overvoltage protection.
Wrong wiring protection input (up to 400V).
Jammed impeller protection for long resting periods.
Dry running protection by float .
Minimum intake pressure switch.
Klixon input.
Easy interactive adjustment by single buttons and display.
Overload electronic relay, adjustable for each pump.
Start/Stop in cascade for each pump.
Automatic pump alternation in case of failure or deactivation 
of one of them.
All controls are low voltage.
Selectable operation mode (simultaneous or deferred stop) .
Adjustable last pump running delay.
Redundant entry for high level float.
Adjustment of all levels by only one control knob.

 All levels adjust automatically in equal parts by selecting alarm level.
General alarm output relay (pump failure, high level or sensor 
failure) and external siren.
High level sound alarm (90 dB).
3 digit LED display for level current value and the other 
adjustments.
VOLTAGE and HIGH LEVEL pilot lights.
ON/OFF and OVERLOAD pilot lights for each pump.
Main switch-disconnector.
Power circuit breaker  for each pump.
24V AC Power contactors.
MANUAL-OFF-AUTO push buttons for each pump.
High protection and wide diameter cable glands.

1-2個三相／單相幫浦藉由浮控開關控制可
達5.5kw(自動啟動DOL)

 一般特性

 機能

 防護

 配備

規格
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型號 V10-DRAIN (外部感測器) V10-DRAIN (嵌入式感測器) SN420

馬達電流 12A x pump AC3 12A  x pump AC3 Size range: 0-2 ó 0-5 mts. water column

最大功率額定值 5,5 kW  5,5 kW 輸出信號: 4-20 mA

電源電壓 230/400V AC, 50/60Hz, +10%  - 15%, 在電壓+30%時, 將自動跳脫關閉 Supply: 24V DC

過載調節 每個幫浦1-13A 可調 每個幫浦1-13A 可調 利用率: 100% ED

空載調節 <0,5A <0,5A 操作位置: 任何位置

輸入連接(電源) 直接連接開關 直接連接開關 操作溫度: -10º a +60° C

輸出連接(馬達) 4 mm²,直接連接接觸器 4 mm², 直接連接接觸器 消耗: 最多1 VA 

感測器 Type 4-20mA in two wires 內部 不鏽鋼殼

感應範圍 0...2,3,4,5,6,7,8,9 y 10 mts (可選) 0...10 mts 防護 (EN 60529): IP68

精確度  ±1 cm for sensor 2m y ±10cm >2 m ±1 cm for range up to 2m y ±10cm >2 m

安裝 壁掛式U型鉤安裝 壁掛式U型鉤安裝

重量與尺寸 3.500  g, 220 x 300 x 120 mm 3.500  g, 220 x 300 x 120 mm

防護 IP56 IP56

操作溫度 -10º C +55º C -10º C +55º C

 規格

 藉由4-20mA外部液位感測器或嵌入式壓力感
測器, 提供具自動交替功能的幫浦控制與保護裝置 
 三相/單相 直接啟動(DOL)
 雙電源: 230/400V AC
 欠相, 過載與過電壓保護
 錯誤的接線保護輸入 (高達400V)
 避免因長期停機而引起的堵轉葉輪
 藉由浮標防護乾凅運行(空轉)
 最小進氣壓力開關
 Klixon輸入
 透過單個按鈕和顯示螢幕進行簡單的交互式
調整
 過載電子電驛,每個幫浦可調
 啟動／停止串接每個幫浦
 在其中一個幫浦故障或產生鈍化作用情
況下,幫浦會自動交替
 所有控制都是低電壓
 可選擇的操作模式 (同時或延遲停止) 
 可調整最後一個幫浦運作延遲
 高液位浮標之備用入口
 只需透過一個控制旋鈕,便可調整所有液位
  藉由選擇的警報水位, 每個部份的水位可自動調
整為一致
 一般警報輸出電驛(幫浦故障, 高液位或感測
器故障)與外部警報器
 高水位聲響警報
 3位數LED顯示，用於液位電流值的調節 
 電壓與高液位指示燈
 每個幫浦皆有啟動／關閉與過載指示燈 
 主要隔離開關
 每個幫浦都有電源斷路器
 AC 24V電源接觸器
 每個幫浦都有手動-關閉-自動按鈕
 高防護與大線俓的電纜接頭

V10-DRAIN1-2個三相／單相幫浦藉由外部液位感測器與嵌
入式壓力感測器控制可達5.5kw(自動啟動DOL)

DIRECT LEVEL
DISPLAY

Piezometric probe
(external sensor)

¡¡ NEW !!

SN420

SENSORS (OPTIONAL)

Hydrostatic Bell
(embedded sensor)

排水設備與污水處理 
1-2個幫浦

 一般特性 
 機能
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